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QUICK COUPLINGS

Quick coupling type 21

Thread Order codes

G1/8“ 3930 0211 0104 0000

G1/4“ 3930 0211 0106 0000

G3/8“ 3930 0211 0108 0000

Body with external thread

∅ mm Order codes

6/4 3930 0211 1032 0000

8/6 3930 0211 1033 0000

Body with push-on fitting

∅ mm Order codes

4 3930 0211 2174 0000

6 3930 0211 2176 0000

8 3930 0211 2178 0000

Bulkhead body with tube socket

Thread Order codes

G1/8“ 3930 0211 0204 0000

G1/4“ 3930 0211 0206 0000

G3/8“ 3930 0211 0208 0000

Body with internal thread

∅ mm Order codes

6/4 3930 0211 1232 0000

8/6 3930 0211 1233 0000

Body with push-on fitting with tube 
guard

∅ mm Order codes

6/4 3930 0211 1132 0000

8/6 3930 0211 1133 0000

Bulkhead body with push-on fitting

∅ mm Order codes

4 3930 0211 2074 0000

6 3930 0211 2076 0000

8 3930 0211 2078 0000

9 3930 0211 2079 0000

10 3930 0211 2080 0000

Body with tube socket

Thread Order codes

G1/8“ 3930 0212 0104 0000

G1/4“ 3930 0212 0106 0000

G3/8“ 3930 0212 0108 0000

Plug with external thread

Thread Order codes

G1/8“ 3930 0212 0204 0000

G1/4“ 3930 0212 0206 0000

G3/8“ 3930 0212 0208 0000

Plug with internal thread

∅ mm Order codes

4 3930 0212 2074 0000

6 3930 0212 2076 0000

8 3930 0212 2078 0000

9 3930 0212 2079 0000

10 3930 0212 2080 0000

Plug with tube socket

∅ mm Order codes

6/4 3930 0212 1232 0000

8/6 3930 0212 1233 0000

Plug with push-on fitting with tube 
guard

∅ mm Order codes

6/4 3930 0212 1032 0000

8/6 3930 0212 1033 0000

Plug with push-on fitting

∅ mm Order codes

6/4 3930 0212 1132 0000

8/6 3930 0212 1133 0000

Bulkhead plug with push-on fitting

∅ mm Order codes

4 3930 0212 2174 0000

6 3930 0212 2176 0000

8 3930 0212 2178 0000

9 3930 0212 2179 0000

Bulkhead plug with tube socket

Quick coupling type 26

Thread Order codes

G1/8“ 3930 0261 0104 0000

G1/4“ 3930 0261 0106 0000

G3/8“ 3930 0261 0108 0000

G1/2“ 3930 0261 0110 0000

Body with external thread

Thread Order codes

G1/4“ 3930 0261 0206 0000

G3/8“ 3930 0261 0208 0000

G1/2“ 3930 0261 0210 0000

Body with internal thread

∅ mm Order codes

8/6 3930 0261 1033 0000

10/8 3930 0261 1034 0000

12/9 3930 0261 1035 0000

Body with push-on fitting

∅ mm Order codes

8/6 3930 0261 1233 0000

10/8 3930 0261 1234 0000

12/9 3930 0261 1235 0000

Body with push-on fitting with tube 
guard

∅ mm Order codes

6 3930 0261 2076 0000

8 3930 0261 2078 0000

9 3930 0261 2079 0000

10 3930 0261 2080 0000

13 3930 0261 2083 0000

Body with tube socket

Technical data:
Working pressure: 0 to 3.5 MPa
Temperature range: -20°C to +100°C
Flow: 700 l/min, cross section 5 mm
Material - body: body - brass, sleeve - brass, balls 
and spring - stainless steel, seals - NBR
Material - plug: brass
Medium: air

Technical data:
Working pressure: 0 to 3.5 MPa
Temperature range: -20°C to +100°C
Flow: 1500 l/min, cross section 7.2 mm
Material - body: body - brass, sleeve - brass, balls 
and spring - stainless steel, seals - NBR
Material - plug: brass
Medium: air

The body is with a non-
-return valve as a standard, 
the plug is through.

The body is with a non-
-return valve as a standard, 
the plug is through.

For dimensions, check our website sappv.czA

For dimensions, check our website sappv.czA


